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To properly balance the arm with monitors 
mounted, adjust the spring tension using the 
supplied Allen Key as follows:
Must first position and firmly hold the arm 
horizontally as shown.
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Disposal:The product with this mark indicates that this product shouldn't be disposed 
with other household waste. To prevent possible harm to the environment or human 
health from uncontrolled waste disposal, recycle it responsibly to promote the 
sustainable reuse of material resources. To return your used device, please use the local 
recycle service or contact your point of purchase to dispose the product. 
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1 PD charging up to 100W for mount dock

2

63
Single display 
DP1.4 (4K@60Hz)
DP1.2 (4K@30Hz)

Dual display
DP1.4 (4K@30Hz + 1080@60Hz)
DP1.2 (1080@60Hz + 1080@60Hz)

4

5 USB-A Downstream Port

7 RJ45 Ethernet Port
Gigabit Ethernet.
Transfer rat

USB-C Upstream Port

Power Light

100W PD Port

HDMI 2.0 Port

Connects full-functioned USB-C cable (S) to 
laptop; Supports laptop charging up to 80W

±180°
±90°

±180°
±180°

+45°

-30°

±90°

Make sure your laptop 

port before connecting the 

USB-C cable (S)

Installation Manual

Laptop & Monitor Desk Mount
USB-C Dual Mount Dock

1~15kg

(per arm)
2.2~33lbs

DISPLAY
RATED

4.5kg
9.9lbs

LAPTOP
RATED

Illuminates when mount dock is powered

USB 3.1 Gen 1 (5V, 0.9A max)

e 10Mbps/100Mbps/1Gbps

has a full-functioned USB-C 

USB-C cable (S) to the 
mount dock.

Supports 100W USB-C PD Power Adapters (adapter not included)
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Too long Too Short

IMPORTANT NOTE: Ensure the four bolts for the rotation on the VESA head are tightened first before 
installing your monitor. Not doing so may result in the VESA head and your monitor detaching.

Too long Too Shor
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IMPORTANT NOTE: Ensure the four bolts for the rotation on the VESA head are tightened first before 
installing your monitor. Not doing so may result in the VESA head and your monitor detaching.
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Arm can rotate 180°.

±90°

±180°

Arm can rotate without
stopping.
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0.39-1.89”
(10-48mm)
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